1' 2' 3' OR 4' HGT.

STANDARD RISER SECTION

See Step

Detail

AREA OF CIRCUMFERENTIAL STEEL EQUALS 0.12 SQ. IN. PER LIN. FT. TYPICAL FOR ALL 48" MANHOLE BARREL AND CONE SECTIONS.

(4) 30"x30" "KNOCKOUT" OPENINGS @ 90° (TYP)

STANDARD CONE SECTION

(W/24" OP'G.)

STANDARD ROOF SLAB

ROOF SLAB REINFORCING DESIGNED TO WITHSTAND H-20 LOADING

STANDARD SUMP BASE

(4) 30"x30" "KNOCKOUT" OPENINGS @ 90° (TYP)

CONTRACTOR:

7 Ruscitti Road
New Windsor, New York, 12553
www.arconcrete.com
845-562-0640

GENERAL NOTES:
1. CONCRETE TO TEST TO 4,000 PSI AT 28 DAYS.
2. REINFORCING STEEL PER ASTM A185 FOR WELDED WIRE FABRIC (W.W.F.).
3. ALL MATERIALS ARE IN STRICT CONFORMANCE WITH ASTM C478, LATEST REVISION.
4. STEPS ARE AVAILABLE IN STANDARD RISER SECTIONS AND STANDARD CONE SECTIONS ONLY.
5. CAST IRON FRAMES AND GRATES/COVERS ARE AVAILABLE UPON REQUEST.
6. MAX. TWO (2) LIFTING HOLES IN EACH SECTION TO FACILITATE HANDLING.